
Volume Control
Turn radio On/Off

Push to Talk!
Release to listen!
Also press PTT to 
save settings
in menu modes.

Display light

Monitor
(Squelch override)

TARA operating notes for Yaesu VX-150
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Memory Channel
in MR mode

LOCKed keypad
Transmit Power Level:
blank=high power

Repeater Offset:  +=Plus  
-=Minus  blank=Simplex

F Key Active

MR for Memory
channel Recall. VFO for Variable Frequency Operation

Magic F key activates alternate functions

Bar graph shows:
> Receive signal strength
> Transmit battery charge level
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Auto Power Off
mode

Use "Dial" knob or Up/Down buttons to:
 > change channel in MR mode
 > change frequency in VFO mode 
    (Press F for bigger MHz steps)
> Select menu entries

To program memory channels:
> Dial or Key in frequency in VFO mode.  
   Select repeater offset, CTCSS mode, etc.
> Press and hold F for 1 second.
> Dial in channel number desired (don't wait)
>Press F again to store.

CTCSS/PL Tone mode for repeaters
T = transmit  TSQ=Trans plus Receive
blank = not in use

TARA web page:  http://www.tpd.torrnet.com/TaraWeb/tara.htm

Lower ring: Squelch level

} Up/Down tuning buttons

F + 0(SET) to enter menu setting mode.  Dial desired entry, 
press F again, dial desired value, then press PTT to store.
Some useful settings:
RPT - Repeater offset direction
SHIFT - Repeater offset magnitude
SQL TYP - PL/CTCSS tone modes (or F+1)
TN SET - PL tone frequency (or F+2)
RX SAVE - Battery save mode
BATT - (view) battery voltage

{Numeric entry and
DTMF keypad

F+3 - Change transmit power level

Not used in
typical TARA 
operations

Reverse Repeater In/Out frequencies


